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DeltaBox MC-4 Modem Controller 

The DeltaBox MC-4 is a 19” rackmountable Modem Controller capable of housing up to a 

total of 4 modems.  

Industrial standard modems like Cinterion MC35iT, MC55iT and BGS2T are often seen 

hanging inside computer rack enclosures on their cables due to their small footprint. 

This results in the risk of failure due to reorganizing devices and cables inside the rack and 

unstable fixing.  

The DeltaBox MC-4 

Modem Controller 

offers a solid 

solution for this.  

Inside the DeltaBox 

MC-4 it is possible 

to mount up to 4 

modems, connected to a built in Moxa NPort 6450 Device Server and an industrial standard 

power supply.  

In addition, the DeltaBox MC-4 also includes a GSM-signal switch so that all modems 

installed can share one antenna. 

With the DeltaBox MC-4, you will only need:  

 one LAN-connection 

 one Power connection 

 one GSM-antenna.  

This solution will secure, that all modems and the Device Server are properly fastened inside 

the rack, thereby limiting the possibility of failure. 

DeltaBox MC-4 is delivered with Moxa NPort 6450 and all cables, ready to be mounted with 

up to 4 Cinterion modems. 

Length: 43,3 cm (19” industry 

standard) 

Height: 4,5 cm (1U) 

Deepth: 42 cm 

Weight: 5,8 kg 

Power input: 230 volt AC (50 Hz), C13 female 

Power output: 12 volt DC 

Ethernet connector: RJ45  

Antenna connector: SMA 


